
Data sheet  

 Product information 

 Fabric Galata 8257.-- 

Dimensions. 

      width without selvedge    :  138 cm      piece length   :  50 m 

Composition. 

      % in total fabric        : 75% PES + 25% CO 

    construction        : 71x40 

      weaving      : jacquard 

      treatment       : no 

      type of print or dye   : disperse / reactive 

      weight per m2      : 243 g/m2  

Mechanical preformance. 

      Martindale rubs   : 6000 

      Wyzenbeek double rubs       : 21000  

      Wyzenbeek wire screen  double rubs 

      residential use, after 15 000 double rubs   : 15,000 

      Wyzenbeek wire screen medium duty   : Yes 

      Wyzenbeek cotton duck type  

      general upholstery  :  Yes 

      Pilling  :  4 

      Tearing strength      :  150  warp N; 75  weft N  ISO 13937-3 

  Tensile strength       :  2000 warp N/5cm; 780 weft N/5cm ISO 13934-1 

  Dimensional stability   in %,  ISO 3759 

  Dimensional change warp    : -0.10 

  Dimensional change warp  

  after ironing without steam   : 0.07 

  Dimensional change warp  

  after ironing with steam      : -0.13 

  Dimensional change weft    :  0.00 

  Dimensional change weft   

  after ironing with steam      : -0.20 

  Dimensional change weft   

  after ironing without steam   : -0.07 

Colour fastness. 

    Colour fastness to light    :   6   ISO 105-B02  

    Colour fastness to water    :   5   ISO 105-E01  

    Colour fastness to dry rub   :  4- 5    ISO 105-X12 

    Colour fastness to wet rub   :  4- 5   ISO 105-X12 
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